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Post and Cable Fence Details
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BRACE POST DETAIL
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SECTION A-A

n.t.s.

SECTION B-B

n.t.s.

Concrete

Ramp

Line or Brace Post

3/8" Braided Steel

Cable

Concrete Curb

2" Nominal Diameter Line Post

Drill Hole Larger Than Cable To Allow Free

Movement

NOTES

1. Brace posts will be Set every 200' and at any Sharp Angle Breaks

2. All posts to be Schedule 40 (Galvanized) Meeting the requirements of ASTM A53-90B.

3. All Drill Holes and Welds Shall be Thoroughly Wire Brushed and Cleaned and Painted

with a Zinc-Rich Cold Galvanizing Material.

4. All Hardware to be of New Galvanized Material
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Natural Ground

Concrete Ramp

___" Concrete Curb

PVC Collar 6" Above Curb and Set in Concrete

3/8" Braided Steel Cable

Turnbuckle-12"x3/8"

2" Nominal Diameter  Top Bar

Use Cableclamp Fasteners for all

Splices

2" Nominal Cross Brace

Turnbuckle Adjuster at Brace Post

4" Nominal  Brace

Post

12"

Spacing Not To Exceed 10'
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Spacing Not To Exceed 10'

12"

Natural Ground

Concrete Ramp

PVC Collar 6" Above Ground and Set in Concrete

3/8" Braided Steel Cable

2" Nominal Diameter Top Bar
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Natural Ground

8"

PVC Collar 6" above Slab and

Set in Concrete

Drill Hole Larger than Cable

to Allow Free Movement

3/8" Braided

Steel Cable


